
 

The erection and operation of this device is subject to the following special conditions specif ied by the 

engineer or competent person who has examined the device  
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Certificate of Registration of an Amusement Device 

 
This is to certify that an amusement device known as the 

 

Shweeb Monorail System 
 

and owned by 
 

Velocity Valley Limited 
 

1335 Paradise Valley Road, Ngongotaha, Rotorua 
 

has this day been registered by me and allotted number  
 

1087 
 

 
 

Unless sooner revoked, this certificate expires on 28th August 2026 
 

 
Date: 

 

   30 August 2024   

 

 
Signature: 

 

      

 

 
(Inspector of Machinery): 

 

    S A Wasley    
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Device description: 

This Certificate of Registration is for a Shweeb system, set up for use as a permanent 

facility located at the Rotorua site of Velocity Valley, Western Rd, Ngongotaha. The Shweeb 

system consists of two independent fixed tracks and seven Mark 2 Shweeb units. A unit is 

a suspended enclosed monorail car, propelled by pedal and battery electric power, in which 

a rider lies in a recumbent cycling position. The units may be connected together to form 

trains of up to 5 units. Only one train or unit may operate on any one track. This Certificate 

is for the complete Shweeb system, and all associated equipment used in connection 

therewith, as inspected, tested and certified by the Examining Engineer, Mr Neil Rogers. 

This device is classified as Class 2 as per section 2.1 of AS 3533.1-2009. 

The following conditions are specified by the examining engineer: 

Conditions and Requirements 

 

1. that the maximum safe operating speed does not exceed 65 km/h; 
 

2. that the maximum safe operating load does not exceed 150 kg being one rider per 
unit; 
 

3. that the Shweeb track "area of operation" shall be set up and maintained strictly in 
accordance with the requirements of the Rotorua Lakes Council. Matters to be 
considered would include but not necessarily be limited to:- 

• the Shweeb system must be operated in accordance with the design 
specifications laid down for the intended purpose, and 

• designated area of operation, and 
• properly installed fences and barriers for the protection and safety of both 

participants and spectators; 

4. that prior to opening for business each day, the system shall be fully test run to ensure 
that it is in safe working order; 
 

5. that there shall be one rider per Shweeb unit and each rider shall have attained the 
age of 5 years and a minimum height of 1.1m. The maximum height of any rider shall 
be 2.0m. Children under the age of 6 years may go on board the Shweeb as a 
passenger with one of their parents; 
 

6. that the Shweeb system shall be adequately supervised by two fully trained and 
competent Operators, at least one of whom shall have attained 18 years of age, and 
who shall be completely familiar with the operation and the Operations Manual.  The 
operators shall also be fully conversant with the conditions specified on this Certificate. 
Any trainee Operators employed shall be fully conversant with the documents before 
any involvement with the operation of the device; 
 

7. that both Operators shall have an unobstructed view of the entire operation at all times 
and at least one Operator shall be in the immediate vicinity of the operating controls 
during operation. No other person shall be permitted to interfere with the controls 
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during operation; 
 

8. that the entry and exit of riders shall be carried out from one fixed control point and 
the Operator must provide an adequate level of supervision during loading and 
unloading procedures; 
 

9. that prior to the commencement of the ride, the Operator shall ensure that:- 
 

• all riders are correctly positioned in place within the Shweeb units, and 
• the seat/backrest is correctly adjusted for each rider, and 
• the entry/exit doors are fully closed and securely locked, and 
• all riders’ long hair and loose or baggy clothing (i.e. scarves, hair ribbons etc.) 

must be suitably confined, contained or secured, and 
• no loose or carried articles, items, handbags, jewellery, etc., are carried within 

the Shweeb unit by the rider, and 
• all riders are instructed to remain seated within their respective Shweeb units for 

the duration of the ride and to not attempt to leave the unit without operator 
assistance; 

10. that the Operator shall ensure that the device has come to a complete and safe stop 
before allowing passengers to exit the carriages; 
 

11. that smoking is prohibited within the Shweeb units and within the confines of the area 
of operation; 
 

12. that the Operator shall refuse entry, to the Shweeb units and the area of operation, of 
any person that is intoxicated or not receptive to the Operator’s instructions in any 
other way; 
 

13. that the Operator shall ensure that the Shweeb unit or units cannot move until all 
riders have entered their respective units and have been securely enclosed within; 
 

14. that the Operator shall ensure that the carriage connection couplings and related safety 
equipment is always securely attached by carrying out regular checks to this 
equipment; 
 

15. that the track shall be regularly inspected. The track shall be inspected daily for debris 
and obstacles and must be kept clear of the same at all times. The track shall have 
detailed visual structural inspections by the Operator on a monthly basis; 
 

16. that the peripheral protective fence barriers shall be maintained in place at all times to 
the satisfaction of the Rotorua Lakes Council, to effectively prevent public access to the 
moving device; 
 

17.  that the Operator shall carry out regular checks to the rider compartment area of each 
Shweeb unit to ensure that no damage, sharp objects, protrusions, etc., can cause 
any harm or injury to riders.  All parts of the unit with which a passenger may come 
into contact with shall be smooth, free from sharp, rough, or splintered edges and 
corners, and with no protruding studs, bolts, screws, or other projections.  Should any 
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of this equipment become damaged during use, then operation of the unit shall be 
discontinued until such time as satisfactory repairs have been completed; 
 

18. that the provision of sufficient and suitable fire fighting equipment is maintained. In 
particular, each Shweeb unit is fitted with a smoke detector fitted in the vicinity of the 
battery – this shall be regularly checked and maintained in full working condition; 
 

19. that the Shweeb unit entry/exit doors shall have the opening mechanism and locking 
latch so situated and protected, that they can neither be inadvertently nor intentionally 
activated by a passenger resulting in the door being accidentally opened; 
 

20. that the Shweeb is not suitable to be ridden by persons with any form of health or 
medical condition that could be aggravated by the motion, riding posture and physical 
exertion associated with recumbent cycling in the Shweeb system. Medical conditions 
likely to be relevant are: 
 

• advanced state of pregnancy 
• heart conditions 
• epilepsy 
• neck/back problems 
• neurological disorders 
• claustrophobia 

Any person with any of these conditions should not ride on the Shweeb or they must 
present a medical certificate to confirm their ability to cope with the activity. These  
conditions are aligned with all other activities offered at Velocity Valley; 

21. that this Certificate of Examination shall expire on 28-Aug-2026. Any modifications to 
equipment, change to operating procedures, or any other relevant circumstances shall 
be notified to, and approved by, the Certifying Engineer. The Certifying Engineer 
reserves the right to cancel this Certificate of Examination upon any reasonable 
grounds to believe that safety has been compromised. 
 

The following conditions are specified by the Inspector of Machinery: 

22.that the braking and emergency braking procedures, as applicable, be tested daily, 

prior to operation, and must be in accordance with the method approved by the 

certifying engineer. 

 


